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ZERTIFIKAT @ CERTIFICATE

Management Service

CERTIFICATO

L'Organismo di Certificazione
del TUOV SUD Management Service GmbH

certifica che l'azienda

MG miniGears S.P.A.

Via Lussemburgo 25/27
35127 PADOVA (PD)
Italia

ha introdotto e applica un sistema di gestione per la qualita
relativo al seguente campo di applicazione

Produzione di ingranaggi in acciaio,
ingranaggi sinterizzati e gruppi di trasmissione
(senza sviluppo prodotto come da sezione 8.3).

Mediante un audit,
e stato dimostrato che le prescrizioni della standard

IATF 16949
Prima edizione 01/10/2016

sono soddisfatte.
Data di emissione: 16/07/2021
Data di scadenza: 15/07/2024
N° di registrazione del certificato: 12 111 36953 TMS
N° certificato IATF: 0411429

Q%- A \94 \/L

Head of Certification Body
Monaco, 21/07/2021
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ZERTIFIKAT @ CERTIFICATE

Management Service

CERTIFICATE

The Certification Body
of TUV SUD Management Service GmbH

certifies that

MG miniGears S.P.A.

Via Lussemburgo 25/27
35127 PADOVA (PD)
Italy

has established and applies
a Quality Management System for

Production of cut metal and powdered metal gears,
and transmission gearboxes
(without Product Design as per Chapter 8.3).

An audit was performed and has furnished proof
that the requirements according to

IATF 16949
First Edition 2016-10-01

are fulfilled.
Issue date: 2021-07-16
Expiry date: 2024-07-15
Certificate Registration No.: 12 111 36953 TMS
IATF Certificate No.: 0411429

Q%- A \94 \/L

Head of Certification Body
Munich, 2021-07-21
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